
5 DIGITAL RPM / LINESPEED METER 





CSM-500








· FEATURE
· Measuring Pulse/u.
· Accuracy: ±0.01% 
· 5 digital display: 99999 RPM, 999.99 Line-Speed
· Settable rotary diameter by rotary dip switch

· Auto-change of decimal point in RPM measurement

· Easy-to-wire, screw type terminal
· Outside dimensions is 1/8 DIN standard (96x48 mm)

· High stability & low cost
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· MEASUREMENT











ˍWeight:
ˍWeight:
300g




Measuring Range
Input Impedance



· ADJUSTMENT















RPM
1 P/u. ( 16 ~ 99999 RPM )
≧1M ohm
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10 P/u. ( 1.60 ~ 9999 RPM )










20 P/u. ( 0.8 ~ 5000 RPM )










30 P/u. ( 0.53 ~ 3333 RPM )










60 P/u. ( 0.26 ~ 1666 RPM )










120 P/u. ( 0.13 ~ 833 RPM )









LINE-

SPEED
1 P/u. 










10 P/u. 










20 P/u. 




· DIMENSIONS






30 P/u. 










60 P/u. 
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120 P/u. 










· MEASUREMENT


















ˍMeasuring accuracy:
±0.01% F.S. ±1 digit 








ˍSampling time:
About 1 cycles/sec.








ˍNo input indication:
" 00000 " flash








ˍOver-range indication:
“ 88888 “ flash








ˍSensor excitation supply:
12 Vdc ±10%, 30 mA








ˍMax. input over capability:
Voltage: 1.2 x rated continuous








ˍ
       1.5 x rated for 10 seconds








ˍDecimal point:
RPM: Auto-range decimal point








ˍ
LINE-SPEED: fixed in 000.00



· CONNECTION DIAGRAM





ˍDiameter range for Line-speed:
1 ~ 999 mm settable by rotary switch








ˍMeasuring range for Line-speed:
0.01 ~ 999.99 M / min or Y / min
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ˍOperating temperature:
0~60 ℃








ˍOperating relative humidity:
20~95 %RH








ˍTemperature coefficient:
≦100 PPM/℃








ˍ
≦50 PPM/℃ (23 ±5 ℃)








ˍStorage temperature:
-10~70 ℃








ˍPower Supply:
AC 115/230V ±10%, 50/60 Hz








▄
Option: DC 12V, 24V, 48V ±10% ,








ˍ
      (Isolated)








ˍPower consumption:
DC 3W, AC 4.5VA








ˍDielectric Strength:
AC 2.0KV for 1 min








ˍ
     (Between Power / Input)








ˍ
AC 3.0KV for 1 min










ˍ
     (Between Terminal / Case)




















· ORDER INFORMATION



CSM-500
Input Type
—
Input Range

Input Mode
—
Aux. Power












CODE
INPUT TYPE

CODE
INPUT RANGE
CODE
INPUT RANGE

CODE
INPUT MODE

CODE
AUX. POWER








R
RPM

HA
1 P/u. ( 16 ~ 99999 rpm )
H1

1 P/u. 

N

NPN

A
AC 115/230 V








L
LINE-SPEED

HB
10 P/u. ( 1.60 ~ 9999 rpm )
H2

10 P/u.

P

PNP

D12
DC 12 V











HC
20 P/u. ( 0.8 ~ 5000 rpm )
H3

20 P/u. 


05
5 Vp

D24
DC 24 V











HD
30 P/u. ( 0.53 ~ 3333 rpm )
H4

30 P/u.


12
12 Vp

D48
DC 48 V











HE
60 P/u. ( 0.26 ~ 1666 rpm )
H5

60 P/u. 


24
24 Vp

O
Specify











HF
120 P/u. ( 0.13 ~ 833 rpm )
H6

120 P/u. 

O
Specify














O
Specify

M
M / min.




















Y
Y / min.



















O
Specify









C-10



CSEC-99/05































Aux. Power








Line-speed





RPM





Input Mode
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Diameter Setting in 0~9 x 100 ( □XX )
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Diameter Setting in 0~9 x  10 ( X□X )
































_1031508380.doc


96.0







48.0







93.0+0.8







98.0







12.0







7.0







45.0+0.8







PANEL CUT-OUT







FRONT VIEW







 Unit: mm












_1031508468.doc


1







6







5







4







3







2







PULSE INPUT































EXCITATION











12 Vdc







AUX. POWER







AC 115







DC Supply 







AC 230







7







8












_1031508373.doc


96.0







48.0







93.0+0.8







98.0







12.0







7.0







45.0+0.8







PANEL CUT-OUT







FRONT VIEW







 Unit: mm












_997523894.unknown

_997519313.unknown

