
DC SIMULATING METER





CSA-321








· FEATURE
· DC current / voltage simulator & indicator

· Potentiometer setting output by front panel

· Accuracy:±0.1% 

· 3 1/2 Digital display: 1999 

· Easy-to-wire, screw type terminal
· Outside dimensions is 1/8 DIN standard (96x48 mm)

· High stability & low cost











· SPECIFICATION



· ADJUSTMENT













ˍAccuracy :
±0.1% F.S. ±1 digit
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ˍSpan adjustment:
≦10% of R.O.








ˍZero adjustment:
≦2% of R.O.








ˍOver-range indication:
“ 1 “ display








ˍOutput:
0 ~ 20 mA / 15V








ˍ
0 ~ 10 V / 20 mA








ˍOutput ripple:
≦0.1% F.S.



· DIMENSIONS





ˍPotentiometer:
50K ohm ±5%, 10 turns








ˍOperating temperature:
0~60 ℃
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ˍOperating relative humidity:
20~95 %RH








ˍTemperature coefficient:
≦100 PPM/℃








ˍ
≦50 PPM/℃ (23 ±5 ℃)








ˍStorage temperature:
-10~70 ℃








ˍPower Supply:
AC 115/230V ±10%, 50/60 Hz








▄
Option: DC 12V, 24V, 48V±10%, (Isolated)








ˍPower consumption:
DC 3W, AC 4.5VA








ˍDielectric Strength:
AC 2.0KV for 1 min








ˍ
     (Between Power / Input)








ˍ
AC 3.0KV for 1 min








ˍ
     (Between Terminal / Case)










ˍWeight:
ˍWeight:
400g



· CONNECTION DIAGRAM
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· ORDER INFORMATION



CSA-321
Output Type
—
Aux. Power
















CODE
OUTPUT RANGE
CODE
OUTPUT RANGE

CODE
AUX. POWER
















A
0 ~ 1.000 mA
1
0 ~ 1.000 V

A
AC 115/230 V
















B
0 ~ 10.00 mA
2
0 ~ 5.00 V

D12
DC 12 V
















C
0 ~ 19.99 mA
3
0 ~ 10.00 V

D24
DC 24 V
















D
4 ~ 19.99 mA
4
1 ~ 5 V

D48
DC 48 V
















E
0 ~ 25.0 mA
5
0 ~ 12.00 V

O
Specify
















O
Specify
O
Specify
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Output Span Adjust Pot (Clockwise: o/p increase) 







Output Zero Adjust Pot (Clockwise: o/p increase) 
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